
	 CONSTRUCTION

	 • High-impact fiberglass enclosure with gasket keeps moisture out
	 • End knock-outs allow for continuous wiring
	 • Mounting studs for ease of installation

	 OPTIONS

	 • 4 ft. and 8 ft. lengths
	 • 1-lamp and 2-lamp configurations
	 • T5 or T8 Configurations
	 • Specific ballast requirements (ballast factor)
	

	 APPROVALS

	 • CSA approved for Canada and USA

	 APPLICATIONS

	 •  Food Processing Plants
	 • Warehouses
	 • Other Damp Locations       

BJ TAKE INC. ENERGY EFFICIENT LIGHTING

205 Forest Street E., Dunnville, ON N1A 3G5 
Phone: 905 774 5988�‌ | Fax: 905 774 3439 | Email: info@bjtake.com

www.bjtake.com B
BJ TAKE INC.

BJTVP SERIES

BJTVP SERIES T5/T8 ENCLOSED FIXTURE

	 OPTICS:

Reflector materials available include:
	 • High Reflectance White Steel
	 • High Reflectance White Aluminum
	 • Standard Anodized Aluminum
	 • Upgraded Anodized Aluminum

Optional prismatic or smooth clear 
acrylic lens

Specifications may change without notice.   
Some configurations may not be available.


